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Connect supply ground, select proper voltage 

and make wire connections.

For HID and Fluorescent fixtures see wiring 

diagram on ballast.

3.

Position cover and tighten screws 

(do not over tighten).

This fixture must be properly fused and wired 

in accordance with all electrical and safety 

codes and ordinances, as well as the most 

recent National Electric Code.

Notice:

Securely attach mounting plate to wall or 

ceiling using appropriate anchors secured 

to a structural member of the building. 

Ensure mounting plate is level using Light 

Leveler (provided).

              

2.

Attach supply wire to mounting plate with

approved connector/strain relief.

Note that a junction box is not needed as the 

rear compartment is approved for splicing.

              

1.

For wet location approved fixtures apply 

silicone caulk in seam between wall and 

top of mounting plate.

Mount light fixture to mounting plate and 

secure with nuts (2). 

Mounting Indirector Fixture

Ceiling Mount

Mounting with Integral Ballast.

Light Leveler
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Loosen rear arm bolts (2) one full turn 

and lift fixture head to desired position.

Ratchet allows arm to move upward 

and lock at 15˚ increments.

(from 30˚ down to 60˚ up from horizontal).

1.  A.

A.

B.    

B.    

C.

C.

2. Tighten rear arm bolts securely.

(do not over tighten). 

Loosen rear arm bolts (2) 

one full turn. Lift fixture head 

until it reaches its travel limit. 

(Approx 70˚ up from 

horizontal) An audible "click"

will be heard.

Arm lock mechanism 

releases, allowing arm to 

rotate downward.

Lower fixture head 

slowly to its lowest 

limit. (Approx 3o˚ 

down from horizontal)

An audible "click" will 

be heard. 

This engages arm lock 

mechanism.

Fixture will now ratchet 

& lock at 15˚ increments

when raised upwards.

Audible "clicks" will be 

heard.

Caution: Some units have a minimum
distance to wall or ceiling requirement. 
See individual fixture label.

Note: Not all units

have an internally

adjustable reflector.

CAUTION: Disconnect Power Before Servicing.

Adjusting Indirector Fixtures

Adjusting arm angle 

Resetting ratchet back to start position
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A.

B.

C.

A.

B.

C.

D. Tighten front arm bolts securely. (do not over tighten)

Loosen forward arm bolts (2). 2 full turns max.

Using chart "fig 1" determine the head angle needed 

for your fixture.    

Place the corresponding side of the light leveler onto 

the lens and tilt the head until the bubble level is level.

Note: These are recommended settings. Field conditions 
may vary requiring fixture head to be set outside of angle 
shown in chart.       
When using a Halogen lamp tilt head to 23˚.     

Loosen captive screws (2) and open lens.

Turn reflector adjusting screws (2) clockwise 

or counter clockwise to increase or decrease 

the angle of the reflector. 

Use scale on side plates to measure the angle.

0˚ to 10˚ max adjustable.  

Adjusting reflector angle.    

Adjusting head angle.    

HEAD ANGLE
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fig. 1

Note: Reflector assembly is factory set for optimal light  distribution, 
reflector assembly may be field adjusted for custom light distribution. 
Not all units have internally adjustable reflector.                                                 

8˚

Obtaining wall mount angles using bubble level

Obtaining ceiling mount angles using bubble level
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CAUTION: DO NOT INSTALL FIXTURES IN AREAS THAT TRAP HEAT OR IN CAR WASHES
OR ANY APPLICATION FOR WHICH IT WAS NOT INTENDED.

Loosen captive screws (2).
Open Lens.

Loosen captive screws (2).
Open Lens.

Replace lamp. 
(See specs for correct lamp type)

Utilizing double hinge mechanism 
slide lens assembly from housing.
(reverse instructions for lens installation)
Note: temporary repositioning of fixture head
may be required to remove lens assembly. 

CAUTION: Disconnect Power Before Servicing.

Lamping Indirector Fixtures

Changing lens assembly on Indirector Fixtures

A.
B.

A.
B.

C.

C.


